













































































































































































EVERY 3,000 MILES
(4800 Km.)

DRAINING THE SUMP (A)
Drain the oil from the engine sump
after 3,000 miles (4800 km.) and
refill with new oil to Ref. A, page 64.
The drain plug is on the right-hand
side of the sump and should be re-
moved after a journey while the
oil is still warm and will drain
easily.

Before refilling the sump with fresh
oil remove the oil filter element, wash
it and its container in fuel, and
replace. The sump capacity is 8 pints
(4:54 litres, 9% U.S. pints), including
the oil filter,
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AIR CLEANER (A)

Every 3,000 miles (4800 km.) wash
the filter element in petrol (gasoline)
and allow to dry. Re-oil the element
with S.A.E. 20 engine oil and allow
to drain before reassembling.

When servicing, it is only necessary
to withdraw the two hexagon-headed
screws and lift off the outer cover to
release the corrugated element. Re-
assemble the front element with the
corrugations clear of the breather
spigot in the main filter case.

W | T
FEL

DYNAMO LUBRICATION

Every 3,000 miles (4800 km.) add
two drops of engine oil to Ref. F
(page 64) in the lubrication hole in
the centre of the rear end bearing
plate.

Do not over-oil.




EVERY 3,000 MILES
(4800 Km.)

DISTRIBUTOR CAM BEARING
Lift the rotor off the top of the
spindle by pulling it squarely and
add a few drops of thin engine oil to
Ref. F (page 64) to the cam bearing.
Do not remove the screw which is
exposed.
There is a clearance between the
screw and the inner face of the
spindle for the oil to pass.
£ ] Replace the rotor with its drive lug
E\EN correctly engaging the spindle slot
T me \ E.G » iatngil‘;‘:gscl;. it onto the shaft as far as
Jin e 3= gl DISTRIBUTOR CAM
Lightly smear the cam with a very
small amount of grease to Ref. D
(page 64), or if this is not available,
clean engine oil can be used.

AUTOMATIC TIMING
CONTROL

Carefully add a few drops of thin
engine oil to Ref. F (page 64)
through the hole in the contact
breaker base through which the cam
passes. Do not allow oil to get on or
near the contacts. Do not over-oil.

im_ / 2/ CONTACT BREAKER PIVOT
LU, / @ G ] Add a spot of engine oil to Ref. F
\\\\\!\\\\ X U il (page 64) to moving contact pivot pin.

DYNAMO DRIVING BELT
Inspect the dynamo driving belt and
adjust if necessary to take up any
slackness. Care should be taken to
avoid overtightening the belt, other-
wise undue strain will be thrown on
the dynamo bearings.

The belt tension is adjusted by
slackening the bolts of the dynamo
cradle and moving the dynamo the
required amount by hand. Tighten
up the bolts thoroughly, particularly
the one passing through the slotted
adjusting link (inset).
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EVERY 3,000 MILES
(4800 Km.)

CLEANING THE CONTACTS

If the contacts appear pitted or
blackened they shouid be removed
and cleaned with a fine carborundum
stone or fine emery-cloth.

To release the contacts remove the
nut, plain washer, and insulator from
the retaining post and lift off the
moving contact and the two insu-
lating washers. Take out the two
screws and remove the contact plate.
Set the gap after replacing.

Wipe the inside and outside of the
distributor cap to ensure that it is
clean.
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CONTACT BREAKER GAP
Every 3,000 miles (4800 km.) check
the contact gap with the gauge on
the small screwdriver in the tool kit.
Turn the engine with the starting
handle until the contacts are fully
open and the gauge should then be
a sliding fit. If the gap varies
appreciably, slacken the contact plate
screw, insert a screwdriver in the cut-
out and move the plate until the gap
is correct. Retighten the screw.
The correct gap is ‘014 .to ‘016 in.
(-36 to 41 mm.) and the gauge is
*016 in. thick.

EVERY 5,000 MILES (8000 Km.)

SPARKING PLUGS

The sparking plugs should be cleaned
preferably by a garage with a special
air blast service unit, and the gaps
should be reset to -019 in, (-48 mm.)
every 5,000 miles (8000 km.). Use
the special Champion sparking plug
gauge and setting tool and move the
side wire on the plug, never the

centre one. Plugs which are oily, . P

dirty or corroded cannot give good y //,g/ i
results. Fit a set of new plugs every . // Y
10,000 miles (16000 km.).
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EVERY 6,000 MILES
(9600 Km.)

DRAINING THE GEARBOX (A)

Drain the gearbox oil every 6,000
miles (9600 km.), using the special
key in the tool kit to remove the
drain plug.

When the gearbox has been drained
completely, 4 Imperial pints (22
litres, 4-8 U.S. pints) of oil are
required to refill it. The oil should
be poured in through the filler plug
shown on page S1.

L h N

i i REAR AXLE (B)

kil ,,;Hd ikl ]  Remove the drain plug with the

N - special key in the tool kit and drain

out the oil every 6,000 miles (9600
km.). Refill with Hypoid oil to Ref. B
{page 64) to the level of the filler plug
hole.

Approximately 23 pints (1-56 litres,
3:5 U.S. pints) of oil are required to
refill the axle.

FRONT WHEEL HUBS (C)
Every 6,000 miles (9600 km.) the
front wheel hub covers should be
removed and the grease-retaining cap
carefully prised off the end of each
hub, refilled with grease to Ref. C
(page 64) and replaced.

To lubricate the front hubs on cars
fitted with wire wheels, the wheel re-
taining nuts must be unscrewed with
the copper mallet in the tool kit
(see page 23) and the hubs packed
with grease to Ref. C (page 64).
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EVERY 6,000 MILES
(9600 Km.)

OIL FILTER

The engine oil filter element must be
renewed every 6,000 miles (9600
km.). The filter is released by un-
doing the central bolt securing the
filter body to the filter head. When
fitting the new clement, make sure
that the seating washer for the filter
body is in good condition and that
the body is correctly fitted.

CARBURETTER FILTERS

To ensure a free flow of fuel to the
float-chambers the filters should be
removed at intervals of about 6,000
miles (9600 km.) and thoroughly
cleaned with a stiff brush and fuel.
Never use rag. The filters are
situated behind the banjo-type union
at the junction of the fuel pipe to
each float-chamber lid.

Replace the filters with their helical
springs first and their open ends
outwards. Replace the fibre washers
correctly.

FUEL PUMP FILTER

Every 6,000 miles (3600 km.) clean
off the fuel pump, withdraw the
filter and clean it thoroughly in fuel.
The filter is inserted into the bottom
of the pump body and is released by
unscrewing the hexagon plug.

When cleaning the filter do not use
rag—always use a stiff brush and
clean fuel. The fuel pump is fitted
beneath the hood stowage compart-
ment floor. Raise the hood and
remove the spare wheel. The floor is
removed by releasing the two quick-
release screws.
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IMPORTANT

Your attention is drawn to the following points, compliance with which, we
suggest, will prove mutually beneficial.

1. WARRANTY CERTIFICATE
{a) Completion of the Warranty Certificate ‘tear-off slip’ at the time of
vehicle purchase when sent to the Factory will ensure registration of
ownership by the British Motor Corporation.

{6) Retention of the Owner’s portion of the Certificate, signed by the
Distributor and Owner, in a safe place in the vehicle (by quickly
establishing ownership) will help to expedite any adjustments under
Warranty if such adjustments are required to be carried out by a
B.M.C. Distributor and Dealer other than the supplier of your
vehicle.

2. CLAIMS UNDER WARRANTY

Claims for the replacement of material or parts under Warranty must
always be submitted to the supplying Distributor or Dealer or, when this
is not possible, to the nearest Distributor or Dealer, informing them of the
Vendor’s name and address.

3. PREVENTIVE MAINTENANCE

Service vouchers (applicable in the United Kingdom only) are produced for
your convenience, and the use of these is the best safeguard against the
possibility of abnormal repair bills at a later date.

Prevent rather than Cure.

4. REPLACEMENT PARTS

When Service Parts are required insist on genuine B.M.C. (MOWOG) Parts
as these are designed and tested for your vehicle and in addition warranted for
12 months by the British Motor Corporation. ONLY WHEN GENUINE
PARTS ARE USED CAN B.M.C. ACCEPT RESPONSIBILITY.

When purchasing replacement parts or having repairs done owners are
requested to see that a label similar to the one illustrated here is attached to
the invoice rendered. These labels are issued by B.M.C. Service Ltd. or
Nuffield Exports Ltd. and constitute a guarantee that genuine B.M.C, parts
are supplied.

Our world-wide network of Distributors and Dealers is at your service,
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