













































































































































































EVERY 6,000 MILES (9600 Km.)

Valve rockers

Remove the valve rocker cover and test the clearance between the rocker
arms and the valve stems by inserting a ‘015 in. (-38 mm.) feeler gauge between
them. The blade should be a sliding fit when the valves are tested in the following
order while the engine is hot:

Test No. 1 valve with No, 8 fully open.
M 2 3 t2) ” ER] 6 »” s
b4 2 5 " 9y " 4 s 7y
k44 3 2 »” I > 7 L33 "
t2] k24 8 ” sy k2] l i3] 7
» b2l 6 3 ”» 9 3 " 3
”» s 4 2 s »” 5 1" L]
7 2

The method of setting the

valve clearance, and (inset)

using a feeler gauge to check
the clearance

To adjust the clearance slacken the adjusting screw locknut on the opposite
end of the rocker arm and rotate the screw clockwise to reduce the clearance
or anti-clockwise to increase it. Retighten the locknut when the clearance is
correct, holding the screw against rotation with a screwdriver.

For a complete summary of the attention to be given every 6,000 miles (9600 km.)
see also page 59.




EVERY 12,000 MILES (19200 Km.)

Rear dampers

It is not possible to top up the rear dampers in position and it is therefore
necessary to remove them completely for cleaning and replenishing.

Clean the top of the damper and remove the filler plug. Top up the damper
until the level is just below the bottom of the filler hole. The use of Armstrong
Super (Thin) Shock Absorber Fluid No. 624 is recommended for the dampers.
If this fluid is not available a good-quality mineral oil conforming to Specifica-
tion 20/20W may be used. This alternative is not suitable for low-temperature
operation and is also deficient in various other ways. Work the arm up and down
to expel trapped air before replacing the plug.

The rear dampers must be
removed for topping up
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The arrow on the left of

the illustration indicates the

pinion nipple and the other

arrow the steering rack
nipple

Steering rack (B)

The two oil nipples for the steering rack and pinion are reached from beneath
the front of the car.

Give the rack nipple 10 strokes only and the pinion nipple two strokes only
with a gun filled with oil to Ref. B (page 64).
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EVERY 12,000 MILES (19200 Km.)

Dynamo lubrication (D)
Add two drops of engine oil to Ref. D (Page 64) in the lubrication hole in
the centre of the rear end bearing plate.

Do not over-oil.

\
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The lubrication hole for the
dynamo end bearing. Do not
over-lubricate

Engine-flushing (A)

Remove the engine sump drain plug and allow the old oil to drain completely.
Replace the plug and pour in through the engine filler cap approximately
4 pints (2-27 litres, 43 U.S. pints) of flushing oil. A flushing oil supplied by one
of the recommended lubricant manufacturers (page 64) should be used. Run the
engine at fast tick-over speed for 2} to 3 minutes. After stopping the engine
special care must be taken to ensure complete drainage of the flushing oil.

Replace the sump drain plug and fill the engine with oil to Ref. A (page 64).

Sparking plugs

New sparking plugs should be fitted every 12,000 miles (19200 km.). Ensure
that only the recommended plugs are used and that they are set to the correct
gap (see page 45) before installation.

Speedometer cables

Every 12,000 miles (19200 km.) the speedometer outer casing should be
unscrewed from the speedometer head and the inner cable extracted and lubri-
cated sparingly with grease to Ref. F; oil must not be used. After returning the
inner cable into its outer casing the upper end should be withdrawn approxi-
mately 8 in. (20 cm.) and the surface grease wiped off before reconnecting it to
the speedometer head.

For a complete summary of the attention to be given every 12,000 miles
(19200 km.) see also page 60.
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BODY ATTENTION

Coachwork, wings, and windshield

Regular attention and care to the body finish is necessary if the new appear-
ance of the car exterior is to be maintained against the effect of air pollution,
rain, and mud.

Frequent washing of the bodywork, using a soft sponge with plenty of water
containing a mild detergent, is recommended. Large deposits of mud must be
softened with water before using the sponge. When clean, dry the surface of the
car with a damp chamois-leather. Any damaged parts should immediately be
covered with paint and a complete repair effected as soon as possible. When
‘touching in’ light scratches and abrasions with paint ensure that all traces of
wax polish are removed from the affected area beforehand.

Methylated spirits (denatured alcohol) should be used to remove spots of
grease or tar from the bodywork, windshield, and bright parts of the car.

The application of a good-quality liquid polish is recommended to give added
lustre to the paintwork. Do not allow silicone- or wax-based polishes to come
into contact with the windshield: they have been known to have a detrimental
effect on the wiper blades and are difficult to remove.

Chromium and stainless steel

The chromium and stainless steel parts should not on any account be cleaned
with metal polish. Wash them frequently with soap and water, and when the dirt
has been removed polish the surface with a clean dry cloth, or a chamois-
leather, until bright. The slight tarnish that may be found on stainless steel
that has not received regular washing may be removed with impregnated
wadding such as that used on silverware.

An occasional application of wax polish or light oil will help to preserve the
finish, particularly during winter when salt may be used on the roads.

Interior

Clean the carpets in the car, preferably before washing the outside, by using
a stiff brush or a vacuum cleaner. The leather or leather-cloth cushions and door
trim may be cleaned periodically by wiping over with a damp cloth. Dust and
dirt if allowed to accumulate too long will eventually work into the pores of
the leather, giving it a soiled appearance that is not easily remedied. A little
neutral soap may be used but detergents, caustic soaps, petrol, or spirits of any
kind must not be used.

Hood

When necessary, the hood cloth may be cleaned with water applied with a
brush without impairing its waterproof qualities.

Soaps and mild detergents may be used, provided the hood surfaces are well
washed with water afterwards.
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PERIODICAL ATTENTION

500 MILES (800 Km.) FREE SERVICE

During the early life of the car, soon after it has completed 500 miles (800 km.), you are
entitled to have it inspected free of charge by the M.G. Dealer from whom you purchased it,
or, if this should not be convenient, by any other M.G. Dealer by arrangement. This attention
given during the critical period in the life of the car makes all the difference to its subsequent

life and performance.

This service includes:

t. Engine

Tighten cylinder head and manifoid nuts to
recommended pressures.

Check tightness of valve rocker shaft brackets
to recommended pressures.

Check valve rocker clearances, and reset if
necessary.

Tighten fan belt if necessary.

Check all water connections, and tighten clips
if necessary.

Examine and clean carburetters, and reset
slow-running adjustment if necessary.

2. lIgnition
Examine, and adjust if necessary, sparking
plugs and distributor points.
Check working of automatic ignition control
and, if necessary, reset ignition timing.

3, Chluch
Check clutch pedal for free movement, and
bleed if necessary.

4, Steering
Check front wheel alignment and steering
comnections: adjust if necessary.

5. Brakes
Check braking system functionally, and bleed
Jines if necessary.
Check fluid level in master cylinder, and top up
if necessary.

Hydraulic dampers

Inspect hydraulic dampers for leaks,

Examine oil levels, and top up if necessary
(piston type only).

Body

Check doors for ease in opening and closing.

If necessary, lightly smear with a suitable
lubricating agent all dovetails and striking
plates. .

Electrical

Check electrical system functionally.

Examine battery, and top up to correct level
with distilled water if necessary. Clean and
tighten terminals.

General
Check tightness of universal joint nuts, spring
clips, and wing (fender) bolts.

Lubrication

Drain oil from engine, gearbox, and rear axle
and refill.

Oil and grease all points of car,

Wheels and tyres
Test tyres for correct pressures.
Check tightness of wheel nuts,

ALL MATERIALS CHARGEABLE TO THE CUSTOMER

Regular servicing, as proven by presentation of completed voucher counterfoils, could
well enhance the value of your vehicle in the eyes of a prospective purchaser.

Daily

Inspect oil level in crankcase. Top up if necessary.

See that radiator is full of water.

Weekly
Test tyre pressures.

1,000 miles (1600 km.) service

1. Engine
Top up carburetter piston dashpots.
Lubricate carburetter controls.
Top up radiator.

2. Clutch
Check level of fluid in the hydraulic clutch and
brake master cylinder,

3. Brakes
Check brake pedal free travel, and report if
adjustment is required.
Make visual inspection of brake lines and pipes.
Check level of fluid in hydraulic brake and clutch
master cylinder.
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Hydraulic dampers
Examine ali iydraulic dampers for leaks.

Electrical
Check battery cell specific gravity readings and
10p up to correct level.

Lubrication

Top up engine, gearbox, and rear axle oil levels.

Lubricate all grease nipples (except steering
rack and pinion).

Wheely and tyres
Cieck tyre pressures.
Check wheel nuts for tightness.



2,000 miles (3200 km.) service

3,000 miles (4800 km.) service
1. Engine

Top up carburetter piston dashpots.
Lubricate carburetter controls.

Top up radiator.

Check dynamo drive belt tension,
Clean and re-oil air cleaner elements.

2. Ignition
Clean and adjust sparking plugs.
3. Clutch

Check level of fluid in the hydraulic clutch
and brake master cylinder.

Brakes

Check brakes, and adjust if necessary.

Change wheels round diagonally,
spare, to regularize tyre wear.

Make visual inspection of brake lines and pipes.

Check level of fluid in the hydraulic brake and
clutch master cylinder.

including

4,000 miles (6400 km.) service
Carry out the 1,000 miles (1600 km.) service,

5,000 miles (8000 km.) service
Carry out the 1,000 miles (1600 km.) service,

6,000 miles (9600 km.) service

I.

Engine

Top up carburetter piston dashpots.

Lubricate carburetter controls.

Top up radiator.

Check dynamo drive belt tension.

Lubricate water pump sparingly.

Check valve rocker clearances, and adjust if
necessary.

Clean and re-oil air cleaner elements.

Clean carburetter and fuel pump filters,

2. Igniiion

Check automatic ignition control, lubricating
distributor drive shaft and cam and ‘advance
mechanism,

Check, and adjust
contact points.

Clean and adjust sparking plugs.

if necessary, disiributor

3. Clutck

Check ievel of fluid in the hydraulic clutch and
brake master cylinder,

Brakes

Check brakes, and adjust if necessary.

Change road wheels round diagonally to
regularize tyre wear.

Make visual inspection of brake lines and

pipes.
Check level of fluid in the hydraulic brake and
clutch master cylinder,

7,000 miles (11200 km,) service
Carry out the 1,000 miles (1600 km.) service.

8,000 miles (12800 km,) service
Carry out the 1,000 miles (1600 km.) service.

Carry out the 1,000 miles (1600 km.) service.

PERIODICAL ATTENTION

Hydraulic dampers
Examine all hydraulic dampers for leaks,

Body
Lubricate door hinges,
operating mechanism,

bonnet lock, and

FEiectrical
Check battery cell specific gravity readings and
top up to correct level.

Lubrication

Change engine oil.

Top up gearbox and rear axle oil levels.

Lubricate all grease nipples (except steering
rack and pinion).

Wheels and tyres
Check tyre pressures.

Hydraulic dampers
Examine all hydraulic dampers for leaks and
check fluid level in front dampers.

General
Tighten rear road spring seat bolts.

Body

Check, and tighten if necessary, door hinges and
striker plate securing screws.

Lubricate door hinges, boanet
operating mechanism.

lock, and

Electrical
Check battery cell specific gravity readings and
1op up to correct level,

Lubrication

Change oil in engine, gearbox, and rear axle.

Fit new oil filter element.

Lubricate all grease nipples (except steering
rack and pinion}.

Repack front hub caps with grease.

Wheels and tyres
Check tyre pressures.
Check wheel alignment.
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PERIODICAL ATTENTION

9,000 miles (14400 km.) service

Carry out the 1,000 miles (1600 km.) service.
10,000 miles (16000 km.) service

Carry out the 1,000 miles (1600 km.) service.
11,000 miles (17600 km.) service

Carry out the 1,000 miles (1600 km.) service.
12,000 miles (19200 km.) service

1. Engine

Remove carburetter suction chambers and
pistons, clean, rcassemble, and top up.

Remove carburetter float-chambers,
sediment, and refit.

Lubricate carburetter controls.

Check valve rocker clearances, and adjust if
necessary.

Clean and re-oil air cleaner elements.

Check dynamo drive belt tension.

Lubricate water pump sparingly.

Clean carburetters and fuel pump flters.

Ignition

Check automatic ignition control, lubricating
distributor drive shaft and cam and advance
mechanism.

Check, and adjust if necessary, distributor
contact points.

Fit new sparking plugs.

Clutch
Check level of fluid in the hydraulic clutch
and brake master cylinder.

empty

h

4. Steering
Check steering and suspension moving parts for
wear,

S. Brakes
Check brakes, and adjust if necessary.
Change road wheels round diagonally, inctuding
spare, to regularize tyre wear.
Make visual inspection of brake lines and pipes.
Check level of fluid in the hydraulic brake and
clutch master cylinder.

. Hydrautlc dampers
Examine all hydraulic dampers for leaks, and
top up if necessary.

24,000 miles (38400 km.) service

Radiator
Drain, flush out, and refill radiator.

General
Tighten rear road spring seat bolts.

Body

Check, and tighten if necessary, door hinges and
striker plate securing screws.

Lubricate door hinges, bonnet
operating mechanism.

lock, and

Electrical

Check battery cell specific gravity readings and
top up to correct level,

Lubricate trafficators.

Lubricate dynamo bearing.

. Lubrication

Drain engine, flush out with flushing oil, and
refill with fresh oil.

Change oil in gearbox and rear axle.

Fit new oil fiiter element.

Lubricate steering rack and pinion.

Lubricate speedometer cable,

Lubricate all grease nipples.

Repack front hub caps with grease.

Wheels and tyres
Check tyre pressures.
Check wheel alignment.

Headlamps
Check headiamp beam setting, and reset if
necessary.

Carry out the 12,000 miles (19200 km.) service, with the following amendment:

11, Lubrication

Remove engine sump and pick-up strainer, clean,
and reassemble, filling with fresh oil.

Regular servicing, as proven by presentation of completed voucher counterfoils, could well
enhance the value of your vehicle in the eyes of a prospective parchaser.



IMPORTANT

Your attention is drawn to the following points, compliance with which, we
suggest, will prove mutually beneficial.

1. WARRANTY CERTIFICATE

{a) Completion of the Warranty Certificate ‘tear-off” slip at the time of
vehicle purchase when sent to the Factory will ensure registration of
ownership by the British Motor Corporation.

(b) Retention of the Owner’s portion of the Certificate, signed by the
Distributor and Owner, in a safe place in the vehicle (by quickly
establishing ownership) will help to expedite any adjustments under
Warranty if such adjustments are required to be carried out by a
B.M.C. Distributor or Dealer other than the supplier of your vehicle.

2. CLAIMS UNDER WARRANTY

Claims for the replacement of material or parts under Warranty must always
be submitted to the supplying Distributor or Dealer, or, when this is not possible,
to the pearest Distributor or Dealer, informing them of the Vendor’s name and
address.

3. PREVENTIVE MAINTENANCE

Service vouchers (applicable in the United Kingdom only) are produced for
your convenience, and the use of these is the best safeguard against the possibility
of abnormal repair bills at a later date.

Prevent rather than Cure.

4. REPLACEMENT PARTS

When Service Parts are required insist on genuine B.M.C. (MOWOG) Parts
as these are designed and tested for your vehicle and in addition warranted for
12 months by the British Motor Corporation. ONLY WHEN GENUINE
PARTS ARE USED CAN B.M.C. ACCEPT RESPONSIBILITY.

When purchasing replacement parts or having repairs done owners are
requested to see that a label similar to the one illustrated here is attached to the
invoice rendered. These labels are issued by B.M.C. Service Limited and con-
stitute a guarantee that genuine B.M.C. parts are supplied.

Our world-wide network of Distributors and Dealers is at your service.
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